Table 3. Refiner and Blender Net Production

(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 7126113 7M9M3 | Difference | 7i27/12 | Pereent | gi5giqq | Percent | go643 | 772712 | Percent
Change Change Change
Refiner Net Production
Finished Motor Gasoline’ .................. 2,312 2,445 -134 2,195 5.3 2,566 -9.9 2,416 2,310 4.6
East Coast (PADD 1) .. 85 81 4 126 -33.0 184 -54.1 90 139 -35.4
Midwest (PADD 2) .... 774 825 -50 787 -1.6 810 -4.4 812 755 7.5
Gulf Coast (PADD 3) ... 943 964 -21 786 20.0 1,039 -9.2 964 902 6.9
Rocky Mountain (PADD 4) .... 256 231 25 223 15.0 216 18.5 241 229 4.9
West Coast (PADD 5) ... 254 345 -91 273 -7.2 317 -20.1 309 284 8.7
Reformulated ................. 75 75 0 104 -27.7 112 -32.8 75 103 -27.5
Blended with Ethanol 75 75 0 85 -12.0 96 -22.3 75 87 -13.7
Other 0 0 0 19 -100.0 15 -100.0 0 16 -100.0
Conventional 2,237 2,370 -133 2,091 7.0 2,455 -8.9 2,341 2,207 6.1
Blended with Ethanol 404 409 -5 357 13.4 337 19.9 406 367 10.5
Ed55 and Lower ..... 404 409 -5 357 13.4 337 19.8 406 367 10.5
Greater than Ed55 . 0 0 0 0 - 0 - 0 0 335
Other .... 1,832 1,961 -129 1,734 5.6 2,117 -13.5 1,935 1,840 5.2
Distillate Fuel Oil .. 4,792 4,966 -173 4,604 4.1 4,619 3.8 4,955 4,659 6.4
15 ppm sulfur and Under . 4,442 4,627 -184 4,227 5.1 3,997 11.1 4,612 4,199 9.9
> 15 ppm to 500 ppm sulfur . 108 110 -2 113 -4.3 200 -45.7 120 168 -28.5
> 500 ppm sulfur .. 242 228 13 264 -8.3 422 -42.8 223 293 -23.8
Kerosene .................. 59 16 42 -4 -1,712.5 1 7,861.8 21 -9 -335.8
Kerosene-Type Jet Fuel . 1,601 1,564 36 1,686 -5.1 1,486 7.7 1,576 1,611 -2.1
Residual Fuel Oil 511 502 9 497 2.8 539 -5.1 479 501 -4.3
Blender Net Production

Finished Motor Gasoline' ... 6,903 6,842 61 6,546 53 6,716 2.8 6,850 6,604 3.7
East Coast (PADD 1) 2,972 2,952 20 2,746 8.2 2,949 0.8 2,929 2,789 5.1
Midwest (PADD 2) 1,502 1,441 61 1,449 3.7 1,504 -0.1 1,470 1,473 -0.2
Gulf Coast (PADD 3) ... 1,062 1,080 -19 1,015 47 889 19.5 1,084 1,007 7.6
Rocky Mountain (PADD 4) . 62 60 2 65 -4.7 47 315 61 63 -25
West Coast (PADD 5) 1,305 1,308 -4 1,271 2.6 1,328 -1.8 1,306 1,272 2.6
Reformulated 3,015 2,972 43 2,936 2.7 2,980 1.2 2,977 2,917 21
Blended with Ethanol 3,015 2,972 43 2,936 2.7 2,980 1.2 2,977 2,917 2.1
Other .......... 0 0 0 0 - 0 - 0 0 -
Conventional . 3,888 3,870 18 3,609 7.7 3,736 4.1 3,873 3,687 5.1
Blended with Ethanol 5,138 5,049 89 5,022 23 4,879 5.3 5,086 5,067 0.4
Ed55 and Lower ..... 5,135 5,047 88 5,021 2.3 4,876 5.3 5,084 5,065 0.4
Greater than Ed55 . 2 2 0 2 43.0 3 -8.3 2 2 4.5
Other .............. -1,249 -1,179 -71 -1,413 -11.6 -1,142 9.4 -1,213 -1,380 -12.1
Distillate Fuel Oil ..... 32 31 2 24 35.6 10 228.6 29 26 9.4
15 ppm sulfur and Under . 21 23 -2 27 -23.8 1 2,151.0 23 23 -0.5
> 15 ppm to 500 ppm sulfur . 10 13 -2 8 35.2 0 -3,055.0 9 3 232.8
> 500 ppm sulfur .. 1 -5 6 -11 -110.3 9 -87.7 -3 1 -416.4
Kerosene ... 0 0 0 0 -100.0 0 - 0 0 -916.3
Kerosene-Typ u 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~ = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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